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Locating Pins  Small Head Round Tapered Locating Pins  Small Head Round Tapered
-D and P Tolerance / Taper R Selectable-

Part Number
- P

JPRS
MGJPRS

B
B

10
12

-
-

6
8

Type Shape D

QVolume Discount Rate (ERound up to the Baht.) P.87

Qty. 1~19 20~34 35~49 50~99
Rate Unit Price 5% 10% 18%

EFor orders larger than indicated quantity, please request a quotation.
EPlease request a quotation for orders of 20 or more pieces of buff fi nished products.

7 D P.88Express A 230 Baht / piece

EA fl at charge of 620 Baht for 3 or more identical pieces.
XExpress service is not available for Material No. (2) Hard SKS3 and Material No. (5) ~ (7) Buff Finished Products.

9
- Standard Material(6) / Female Thread Materials(5)~(7)

- Except Those Shown Below

Part Number
- P - L - B - E - R

MKFPS A M S 16 - P12.00 - L14 - B4.0 - E5.0 - R15

Type Shape DD Tolerance P Tolerance

7 D P.88Express A 230 Baht / piece

EA fl at charge of 620 Baht for 3 or more identical pieces.
XExpress service is not available for hard SKS3.

- Buff Finished Product (Material No.(5) ~ (7))

- Except Those Shown Below

9

QVolume Discount Rate (ERound up to the Baht.) P.87

Qty. 1~19 20~34 35~49 50~99
Rate Unit Price 5% 10% 18%

EFor orders larger than indicated quantity, please request a quotation.

E Please request a 
quotation for orders of 
20 or more pieces of 
buff finished products.

(Buffed Product)

(Buffed Product)
- Standard

- Female Thread

6.3 0.4
G

L±0.3 B±0.3

(L+B)

(ii) When D = P and tolerances are the same

E When D=P,
no relief is applied.

(i) When D = P and tolerances are different

EBuff Finishing is at  part only.

ESUS440C Equivalent has an 
identifi cation groove on D part.
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ℓ
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D

No Edge

No Edge

The boundary 
between B and 
E dimension is 
indistinct.

6.3 0.4
G

EBuff Finishing is at  part only.

- Standard - Female Thread

FB
0.2

B+E +0.6
 0

a=1.0(P≥3)
d=P-0.1(P<3)
d=P-0.2(P≥3)

a

R0.2

d

E* Insertion Guide is applicable to tolerance m6 and p6 Type only.
ESUS440C Equivalent has an identifi cation groove on D part.The boundary between B and E dimension is indistinct.

* Insertion Guide D 
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 CAD Data Folder Name: 21_Locationg_Pins

Materials
No.

MMaterial
SSurface 

Treatment
HHardness Type Shape Code

(1) SKS3 - Treated Hardness 60 ~ 63HRC JPRS

B(Standard, m6)
PB(Standard, p6)
TB(Female Thread)

(2) SKS3 Hard Chrome Plating
Plating Thickness 3μm or More

Treated Hardness 60 ~ 63HRC
Plating Hardness 750HV~ GJPRS

(3) SUS304 - - SJPRS

(4) SUS440C Equivalent - Treated Hardness 50 ~ 55HRC CJPRS

(5) SKS3 Buffi ng Treated Hardness 60 ~ 63HRC MJPRS

(6) SKS3 Hard Chrome Plating + Buffi ng
Plating Thickness 3μm or More

Treated Hardness 60 ~ 63HRC
Plating Hardness 750HV~ MGJPRS

(7) SUS440C Equivalent Buffi ng Treated Hardness 50 ~ 55HRC MCJPRS

QStandard

Part Number D Dimension Tolerance

P
Selection

L B C ℓ E

Unit Price

Type Shape Code D m6 p6
(1)

JPRSB
JPRSPB

(2)
GJPRSB

GJPRSPB

(3)
SJPRSB

SJPRSPB

(4)
CJPRSB

CJPRSPB

(5)
MJPRSB

MJPRSPB

(6)
MGJPRSB

MGJPRSPB

(7)
MCJPRSB

MCJPRSPB

JPRS
GJPRS
SJPRS
CJPRS

(Buffed Product)
MJPRS

MGJPRS
MCJPRS
E Applicable 

when D≥5 
and P≥5.

B(m6)
PB(p6)

3 +0.008
+0.002

+0.012
+0.006 2 3

5 3
0.5

1

3

106 140 159 176 - - -

4
+0.012
+0.004

+0.020
+0.012

2 3 4

1

116 153 176 192 - - -

5 2 3 4 5
10 5

126 166 189 209 163 216 272

6 3 4 5 6 4 133 179 199 219 173 232 285

8 +0.015
+0.006

+0.024
+0.015

4 5 6 8

15

6 1.5
5

140 189 209 229 183 245 298

10 6 8 10

8 2

146 196 219 236 189 255 305

12
+0.018
+0.007

+0.029
+0.018

8 10 12
6

153 206 229 239 199 269 312

13 12 13
22

2

159 216 236 262 206 282 341

16 12 13 14 15 16
10 3 7

212 285 318 351 275 371 457

20 +0.021
+0.008

+0.035
+0.022 15 16 20 30 269 358 404 441 348 464 573

EPins of D dimention with Ts have one size smaller thread diameter and larger wall thickness.  (Actual D dimension is the number without "T".)
ENote the strength of under-head part. DP.1281 EPlease confi rm pilot hole depth on DP.1281. Holes may go through.

QFemale Thread

Part Number
D Dimension 

Tolerance
g6

P
Selection

L B E
M

(Coarse)
ℓ

Unit Price

Type Shape Code D
(1)

JPRSTB
(2)

GJPRSTB
(3)

SJPRSTB
(4)

CJPRSTB
(5)

MJPRSTB
(6)

MGJPRSTB
(7)

MCJPRSTB

JPRS
GJPRS
SJPRS
CJPRS

(Buffed 
Product)

MJPRS
MGJPRS
MCJPRS
E

TB 

6 -0.004
-0.012

4 5 6
10 5

5

M3 5 226 302 282 298 292 391 388

6T 4 5 6 M2.6 4 226 302 282 298 292 391 388

8
-0.005
-0.014

6 8

15

6
M4 6 226 305 288 302 292 398 391

8T 6 8 M3 5 226 305 288 302 292 398 391

10 8 10

8
M5 8

236 318 298 315 305 414 411

12
-0.006
-0.017

8 10 12
6

242 325 305 325 315 421 421

13 12 13
22

M8 12

242 325 305 325 315 421 421

16 12 13 14 15 16
10 7

298 404 355 414 388 527 540

20 -0.007
-0.020 15 16 20 30 355 477 424 500 461 619 649

Part Number - P - (RC)

JPRSB10 - 6 - RC

9

Alterations Under neck radius alteration

Code RC

Spec.

Changes the relief to R0.5.
 Ordering Code  RC

E Applicable when D-P≥2.

Price Adder 100

RC
(R0.5)

Materials
No.

MMaterial
SSurface 
Treatment

HHardness Type Shape Code

(1) SKS3 - Treated Hardness 60 ~ 63HRC KFPS

A (Standard)
T(Female Thread)

(2) SKS3 Hard Chrome Plating
Plating Thickness 3μm or More

Treated Hardness 60 ~ 63HRC
Plating Hardness 750HV~ GKFPS

(3) SUS304 - - SKFPS

(4) SUS440C Equivalent - Treated Hardness 50 ~ 55HRC CKFPS

(5) SKS3 Buffi ng Treated Hardness 60 ~ 63HRC MKFPS

(6) SKS3 Hard Chrome Plating + Buffi ng
Plating Thickness 3μm or More

Treated Hardness 60 ~ 63HRC
Plating Hardness 750HV~ MGKFPS

(7) SUS440C Equivalent Buffi ng Treated Hardness 50 ~ 55HRC MCKFPS

E  The unit price of Precision Type is the price of Standard Type multiplying 1.1.
XFor hard chrome plated and buffed, Precision Grade tolerance is not available.

QTolerance Selection

D
or
P

Standard Grade Precision Grade

M P G H S A B

m6 p6 g6 h7 - - -
  2.00

~

  3.00

+0.008
+0.002

+0.012
+0.006

-0.002
-0.008

    0
-0.010

    0
-0.01

+0.005
 0

    0
-0.005

  3.01

~

  6.00

+0.012
+0.004

+0.020
+0.012

-0.004
-0.012

    0
-0.012

  6.01

~

10.00

+0.015
+0.006

+0.024
+0.015

-0.005
-0.014

    0
-0.015

10.01

~

18.00

+0.018
+0.007

+0.029
+0.018

-0.006
-0.017

    0
-0.018

18.01

~

20.00

+0.021
+0.008

+0.035
+0.022

-0.007
-0.020

    0
-0.021

Part Number - P - L - B - E - R - (GDC / RC / AC)

KFPSAMA12 - P7.00 - L10 - B3.0 - E3.0 - R10 - RC

9

Alterations Insertion Guide Machining Radius Air Vent

Code GDC RC AC

Spec.

Adds Insertion Guide.
 Ordering Code  GDC

Changes the relief to R0.5.
 Ordering Code  RC

 E Applicable when 
D-P≥2.

Adds an air vent.  Ordering Code  AC

Price Adder 67 100 67

D ℓ
3~  6 1
8~20 2

ℓ0.01
−0.03

ℓ

Guide Part D RC
(R0.5)

D=P

D-0.15

QStandard

XFor hard chrome plated and buffed, * marked (Precision Grade tolerance) are not available.

Part Number P
0.01mm 

Increment

L
1mm 

Increment

B
0.5mm 

Increment

E
0.5mm 

Increment

R
Selection

C

Unit Price

Type
Shape
Code

D Tolerance
Selection

P Tolerance
Selection D

(1)
KFPSA

(2)
GKFPSA

(3)
SKFPSA

(4)
CKFPSA

(5)
MKFPSA

(6)
MGKFPSA

(7)
MCKFPSA

KFPS
GKFPS
SKFPS
CKFPS

(Buffed Product)
MKFPS*

MGKFPS*
MCKFPS*

E Applicable when 
D≥5 and P≥5.

A

M
P
G
H
*A
*B

S
M
P
G
H
*A
*B

3  2.00~3.00  3~8 2.0~10.0

1.0~15.0

5
10
15
20
25
30

0.5 322 431 461 514 - - -
4  2.00~4.00  4~12 2.0~10.0

1
351 474 500 563 - - -

5  2.00~5.00  5~12 2.0~10.0 384 514 543 613 500 669 798
6  2.00~6.00  5~12 3.0~12.0 401 540 570 639 520 702 831
8  3.00~8.00  8~15 3.0~14.0 1.5 424 570 603 669 550 742 871

10  3.00~10.00  8~15 3.0~16.0

2
437 593 629 706 570 772 917

12  5.00~12.00 10~18 3.0~18.0 464 623 656 706 603 808 917
13  6.00~13.00 12~20 3.0~20.0 E Specifi able range depends on P dimension.  

Confi rm "Details of E Dimension and R 
Dimension Range" below.

484 649 689 765 629 845 993
16 10.00~16.00 14~25 3.0~20.0

3
639 861 917 1,027 831 1,119 1,334

20 13.00~20.00 18~32 3.0~20.0 815 1,096 1,162 1,298 1,060 1,424 1,689

QFemale Thread

EPins of D dimention with Ts have one size smaller thread diameter and larger wall thickness.  (Actual D dimension is the number without "T".)
ENote the strength of under-head part. D P.1281 EPlease confi rm pilot hole depth on DP.1281.

EPrecision Grade Price When A and B tolerance is selected, multiply 1.1 to the above unit price.  (Round up to the Baht.)
Price Calculation Example: KFPSAAB10-P8.00-L8-B3.0-E3.0-R10

437 (KFPSA10) x 1.1 = 481 Baht

Part Number P
0.01mm 

Increment

L
1mm 

Increment

B
0.5mm 

Increment

E
0.5mm 

Increment

R
Selection

M
(Coarse)

ℓ

Unit Price

Type
Shape
Code

D Tolerance
Selection

P Tolerance
Selection D

(1)
KFPST

(2)
GKFPST

(3)
SKFPST

(4)
CKFPST

(5)
MKFPST

(6)
MGKFPST

(7)
MCKFPST

KFPS
GKFPS
SKFPS
CKFPS

(Buffed Product)
MKFPS

MGKFPS
MCKFPS

E

T
M
P
G
H

S
M
P
G
H

6
 4.00~6.00  8~12 3.0~12.0

1.0~15.0

5
10
15
20
25
30

M3 5 490 662 662 732 636 861 950
6T M2.6 4 480 649 649 719 623 845 931

8
 6.00~8.00 11~16 3.0~14.0

M5 8 510 689 692 758 662 894 987
8T M4 6 500 676 679 742 649 878 967
10

 7.00~10.00
11~20

3.0~16.0
M5 8 530 712 719 795 689 927 1,033

10T  8~16 M4 6 520 699 706 778 676 907 1,013
12

7.00~12.00
12~24

3.0~18.0
M5 8 553 745 749 795 719 970 1,033

12T  8~18 M4 6 543 732 732 778 706 950 1,013
13

 8.00~13.00
13~26

3.0~20.0
M8 10 570 768 775 854 742 1,000 1,109

13T 10~20 M6 9 560 752 758 838 729 980 1,086
16

10.00~16.00
16~32

3.0~20.0
M8 12 732 984 1,010 1,113 950 1,278 1,447

16T 10~24 E Specifi able range depends on P dimension.  
Confi rm "Details of E Dimension and R 
Dimension Range" below.

M6 9 719 964 990 1,089 931 1,252 1,417
20

13.00~20.00
20~40

3.0~20.0
M8 12 901 1,212 1,252 1,387 1,172 1,576 1,804

20T 12~30 M6 9 884 1,189 1,225 1,361 1,149 1,543 1,768

QDetails of E Dimension and R Dimension Range

P
0.01mm Increment

E
0.5mm Increment

R
Selection

 2.00~4.00 1.0~2.0 5 10

 4.01~8.00 2.5~4.0 10 15

 8.01~12.00 4.5~7.0 10 15 20

12.01~16.00 5.0~10.0 15 20 25

16.01~20.00 5.0~15.0 20 25 30

27%27%
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