Rolled Ball Screws Standard Nut - Shaft Dia. 8; Lead 2, 4

Accuracy Grade C7, C10

: Points of comparison between similar products| Consider using this product if the usage environment is a high-load, and high-frequency drive application.

- ‘ R S ‘ — Nut Type Accuracy Part Unit Price 1 ~ 4 pc(s).
Nut ype Accuracy | Shaft crew Sha u Grade Number _ -
Type | Standard |F,P Configurable| Grade | Dia. L] [0Materiall () Hardness [EE3Surace Treatment| (Y] Materiall (E)Hardness | E3Surace Treatment L100~200 L201~400
BSST - c7 2 Induction - - [@pspte Comersin oing C7 BSST0802
Standard [~ gSSR | BSSRK 8 | 2.4 | S55C | Hardened |muactnmontaiy | SCMA20| CroUized [ e Comersion BSSR0802
Nt [“Bssz [ Bsszk | °1° 2 56-62HRC |- 58~B2HRC 1™ g Standard Nut
C10 BSSZ0802
BSSR0804
Z ordering |PartNumber| - | L |-[ F |-[ P |
Example  BSSZ0802 - 200
BSSZK0802 - 370 - F12 - P45
BSST, BSSR (K), BSSZ (K) 0802 @BSSR0802L - 370 (LType Greased)
@BSSR0804G - 370
*Included Collar (1 pc.) (G Type Greased)
[ Material: S45C
28 B Surface Treatment: Black Oxide
. 22 6
= 59 030
5 2 | HlNotes
= s 1 X— §§ 2 < (®Mounting surface of BSST ball nut flange is not surface-treated.
R 0.2 0r Less i R0.20r LessTd oS == * Included Collar (®Filled with lithium soap based grease (Alvania Grease S2 made by Showa Shell Sekiyu K.K).
o N = = [ s N i (®Various grease options are available. For price and specifications, == P.686
§§l i ®§ 7 ol | 7 e [ 1553 (®For accuracy of Ball Screws, see P.2223 and P.2224.
T i /@ ST s 1] gé (®For details of Support Units, see P.753 ~ P.778.
= /l \ Collar \ N L (®Cautions: Do not let the nuts overrun or remove the nuts from the screw shafts.
c0.5 |[[C0.2 I - C0.5| €03 JalSirag 7 It may cause the balls to fall out or damage the ball recirculation parts.
0.8*5" | x=! (®Use the "* collar" position in the diagram for the accessory collar. Use one of the support unit accessory collars on the fastening nut side.
680" L 7 5 04\5 Throudh (®Do not tilt the ball screw assembly since the nut may spin off from the shaft due to its own weight.
-04.5 Throug|
) 24 —
9 Y (Nut Motion Range) 7 22.5 F__\M6x0.75 W\ ‘ . N - E - El - (FC, SC-etc.)
L ‘ w Alterations BSSR0802 - 270 - Sc5
Alterations Code Spec. Alterations Code Spec.
No Machining on Support Side Shaft End CWin(ch Flats on Fixled S'idi| Adds wrench flats on the fixed side shaft end.
No machining added on the support side shaft end. (0 I — | (Ordering Code| SZC
BSSR (K) 0804 %@3 NC NC ‘ 50 [Aé"i SZC | @Ball bearings wil fall out i the ballnut crosses the
. L -0.2
Included Collar (1 pc. — I wrench flats.
[Ellml\llljateerialtz)segﬁt(c o) ) T OTEEE T Flln:tmp\et;‘Har;pnm ;‘mad -
28 B Surface Treatment: Black Oxide al (Sﬂppgfgige')on (F‘;(V;rss? de) o at Mac éﬂgﬁ%r:mme ae Adds a flat on the fixed side shaft end.
23 5 o std. q[bg) RLC [AEheesiieliiiecion O gc | Se=tmm increment
g ° RLC SC5
I pepe — 030 Reviseumé]:@ozn G ,“_Oé ®5<50<12 SC<F-1
= b ==y o . — —_
RO.2 or Less S 1 ROZ0r Less?;j g L  nciuded Collr No Reta|n|né;iéielnsgh(;;?(é\r/]e(zj on Support B T e 6 S e Gl 2 Flats Machined on gﬁdcsmgrgg End Adds twue fats on the fixed sige shaft end.
o N — 1 @ / i Q T // \\\ _ ANG support side shaft end. i > SWC ?m; ﬁ]%reprgzlr?ton SGC: 120° Position
53] | 5), @ ] v S I O 1 B - Dosgdine =~ :l SGC | prmmyrosd SC
7 I \ = \\ J i I (®Combination with FC is not available. I, 6 051 |05 (9)5<SWC, SGC<12 SWC, SGC<F-1
= % " : . .
o5 |lIco.2 —[ \M 05| 003 \ ap pa ; Change Support Side Shaft End Length Ega:g::]ersn 1:1:0 I::T?;:tof the support side shaft end. Installing Special Temporary Shaft Special Tﬁnéporary Shafts suitable with Ball Screws
+0.1 | = are installed.
2.;3'1 1 X . ’L o FC FC20 TAS gvhen removing Nuts frofrtn Screw Shaft, always use
8 0 — e ®10<FC<20 pecial Temporary Shaft.
9 ¥ (Nut Motion Renge) 7 225 F _\M6x0.75 24 4-03.4 Through FC O B @For installation method, see P.685.
Arrow View X-X
L
WPeripherals: Combination of the following parts is available. Support Units Support Side
o Nut Bracket
Support Units Fixed Side
Nut | Accuracy Part Number 1mm Increment Y Ball |Bal Center| Screw | Number Basic Load Rating| Axial Twisting oo S8 ®
Type | Grade [ Type |swwswton| Lead L *F *P Dia. | D |RootDia. | of Circuits | cpyani | co(staicjus| Play |Direction Support Units - Square Support Units - Round Nut Brackets - Block Type
C7 | BSST 100~380 0.030r Less
BSSR 75 45 L-46 Combination with Support Units I Combination with Nut Brackets
BSSZ 02 |, 00400 1.5875| 83 | (6.6) S?EWS 18 | 32 Ball Screw Part Number Recommended Support Unit Ball Screw Part Number |Recommended Nut Bracket
Standard ~ ’ N
BSSRK | 08 Right Screw Part Number Fixed |Support Screw Part Number
Nut | c1o i 8~13 | 4,4.5 | L-(385+F) OI-_%5SS‘” 9 Type |guaiiop,| Lead Type NG Shape | ‘g4 S‘i)ge Page Type |guafiop,| Lead Type NG Page
BSSR 75 45 L-46 251ums BRW 6 O P767 P780
04 | 100~380 2 8.4 6.3) |~ 1.9 31 Round 02 BNFB | 802R ————
BSSRK 8-13 | 4, 4.5 | L-385+F) 6.3 |1 row oon og | 02 [ BUR | 6 O |Pre8  BSST | o BNFM P780
*F and P are configurable for BSSRK and BSSZK only. (®F<Px3 kgf=Nx0.101972 BSSZ 04 BSW 6 Square O P761 BSSZ o4 gw;ﬁ 804R P780
BUN 6 O P762 P780
(®0ther than the part numbers shown above, a rich variety of Support Units are also available. (®0ther than the part numbers shown above, a wide variety of
(P.761~P.778) Nut Brackets are also available. (P.780)

Kl-689 El-690



