* Part Number MSTKD-A and N-MSTKD-AD have been discontinued as of April, 2018. Other products are continued to be sold.

Positioning Switches

Standard, L-Shaped

For Mechanical / Electrical Specifications and Precautions for Use, see B P2159.

Positioning Switches

Bolt Type / Bolt Type Long Stroke / L-Shaped Bolt

For Mechanical / Electrical Specifications and Precautions for Use, see B P2159.

lStandard
(IP65)

& Straightly hold a detected
object against the tip of switch. N
(Declination within =3°) %

A Use under
DC24V/10mA or less.

MSTKD-ASL  N-MSTKD-ASDL (with LEDS)
-0.008
« - < LED Lamp
s 3 /M g Switch Body
s = jz
R =)
5 ‘ 120 _|_ @)
8.5 22 11.5
@2
MSTKD-A N-MSTKD-AD (with LEDS
sR1s 2| 22 T Cord Protector o LED Lamp _
S g S Switch Body by ON in Operation
8 B e 11| =5 — == =
Stroke 2.8 L s ‘ 20 ‘
8.5 20.5 | 11.5 | 20 | 120 25 |
MSTKD-C N-MSTKD-CD (with LEDs)
g8 LED Lam
SR1.5 « = 9 - -
3 'S S Switch Body by /ON in Operation
8 1 = E — =
m Stroke 2.8 Hf 5 ‘
85 | 2 115 120 % |
MSTKD-H N-MSTKD-HD (with LEDs)
§§ LED Lam
= [t}
SRS g C"g Switch Body 3 /ON in Operation
w
Stroke'2.8_ |
X x 45 120 25
| 8.5 35 | f
? [ Contact Part _ [Main Body

Cable

HBolt Type ‘ MSTKD-JL N-MSTKD-JDL (with LEDs)
(IP65) - M5x0.5 - LED Lamp
(M5) Sy, S 3 .
i5 = = Switch Body
[N e — I — ] _ o
| = 9 =i
5] 1.5 ] 120 |_(29)
8.5 1 L 115
42)
MSTKD-B MSTKD-BF MSTKD-BB
N-MSTKD-BD (with LEDs) ~ N-MSTKD-BFD (witiLEDs) ~ N-MSTKD-BBD (it LEDs)  [N-MSTKD-ED (with LEDs)
MxP
™)
Vs, 8) g ) LED Lamp
M.ﬁ. ] Switch Body by /ON in Operation
S e =0 -
A Straightly hold a detected X\ T SR1.5 5 B
object against the tip of switch.
(Declination within 3°) 7 85 L |2 120 25
Use under — 0—% <H— i
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- Do not pull or twist the cable with 30N or Relief » -Conductor Cablg 3m, B3, Oi Resistant +N: hickness 2.4, Hex Size 7« Me: Thickness 3.2, Hex Size 8
more. P >l< 5US420 | 45~50HRC | SUS303 Min Bening Reis R7 Hex Nt 2 DGS. s s 32 hoie 10
] MSTKD-JL, B, BF, BB | N-MSTKD-JDL, BD, BFD, BBD, ED
Part Number ('g::z) Stroke 09:;?]:;"9 gg:::ﬁ Cfg;?:t L 2 B Unit Price | Volume DiscountRate| Unit Price | Volume Discount Rate
1~9 pc(s). 10~20 1~9 pc(s). 10~20
MSTKD-JL
N-MSTKD-JDL M5x0.5 : 22 - 4.4
MSTKD-B i
N-MSTKD-BD (Normally
MSTKD-BE 0.3 from Tip Open) 22 1.5
N-MSTKD-BFD M6x0.75 2.8 (Re%eg}]astilllty 0.5 5
MSTKD-BB : NC (Normally| 5 15
N-MSTKD-BBD Closed) i
N-MSTKD-ED M8x0.75 K gmany 2 | 15 | 7
(®For orders larger than indicated quantity, please check with WOS.
For Mechanical / Electrical Specifi and Precautions for Use, see B P2159.
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- Use within the contact ratings. 2 Condacor Cae 3, 05,01 Restrt
- Do not pull or twist the cable with 30N or | Relief SUS420 | 45~50HRC | SUS303 i, Bending Rﬁd\ﬂsﬁ? Hex Nut 2 pcs. (Thickness 3.2, Hex Size 10)
more. x
o . c F MSTKD-EL N-MSTKD-ELD
Part Number MxP (Fine) Stroke p:or?r:;ng O"taﬂ' ©Orce|Contact Logic| Unit Price | Volume DiscountRate| Unit Price | Volume Discount Rate
1~9 pc(s). 10~19 1~9 pc(s). 10~20
MSTKD-EL 0.3 from Tip NO
N-MSTKD-ELD 8x0.75 5 (Repeatabilty 0.005) 1 y Open)

(®For orders larger than indicated quantity, please check with WOS.
For Mechanical / Electrical Specifications and Precautions for Use, see B P2159.

lL-Shaped Bolt

X %O“a == Type [MMaterial| [[JHardness |[DMaterial
 Use within the contact ratings. -1 msmg:ﬁﬂ_ ums;&gﬁgm ABS Resin | 5_onductor Cable 3m,
- Do not pull or twist the cable with 30N or more. | Relief MSTKD-C _ N-MSTKD-CD | SUS420 | 45~50HRC | ¢ jea03 03, Oil Resistant
x Min. Bending Radius R7
MSTKD-H _ N-MSTKD-HD
. MSTKD-ASL, A, C,H  [N-MSTKD-ASDL, AD, CD, HD
Part Number Stroke Operating Point N Contact Logic | Unit Price |VolumeDiscountRate]| Unit Price | Volume Discount Rate
1~9 pc(s). 10~20 1~9 pc(s). 10~20
MSTKD-ASL  N-MSTKD-ASDL
MSTKD-A N-MSTKD-AD 28 0.3 from Tip 1 NO
MSTKD-C N-MSTKD-CD * (Repeatability 0.005) (Normally Open)
MSTKD-H N-MSTKD-HD
(®For orders larger than indicated quantity, please check with WOS.
For Mechanical / Electrical Specifications and Precautions for Use, see B P2159.
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)L( Relief N-MSTKG-C SUS420 ‘ 45~50HRC —5is303 Min,Bending Radius 7
Operating |Contact Force| Contact Unit Price | Volume Discount Rate
(RETBLIae o e Point N Logic 1~9 pc(s). 10~20
| N-MSTKG-A 28 0.3 from Tip 1 NO
N-MSTKG-C 6 . (Repeatability 0.005) (Normally Open)
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Example MSTKD-C

Ordering | Part Number

(®For orders larger than indicated quantity, please check with WOS.
Example of Fixing Method for Standard Type
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2-Conductor Cable 3m, 03, Hex Nut 2 pcs. c T
SUSA420|45~50HRC | SUS303.| g pecistant Min,Bending Radius R7| (M: Thickness 3.2 Hex Size 8; MB: Thickness 3.2, Hex Size 10) LED Lamp _ LED Lamp
ON in Operation ON in Operation
Part Number MxP (Fine) Stroke Operating Point | Contact Force N Contact Logic UhitiRrice Nolme/Discount Rt
1~9 pc(s). 10~20
N-MSTKG-B M6x0.75 28 0.3 from Tip 1 NO
MSTKG-F M8x0.75 ) (Repeatability 0.005) (Normally Open)

[E Ordering | Part Number

Example MSTKD-JL
MSTKD-EL
MSTKG-F

(®)For orders larger than indicated quantity, please check with WOS.
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