
P.21How to use catalog https://in.misumi-ec.com/vona2/mold/
2DC3D CAD data can be downloaded 
from Mold EX-Press (version 3.8 or later)
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C－SCZA

Type D

4－B: Bolt

Section A－A

PM: Applicable bolt

4－BM: Screw

Section B－B

 and  show the mounting position of the stopper. Refer to the angle of A°
You can select the mounting angle of the slide plate according to the concave-convex shape of the molded product.
*The B3 dimensions of D20, 25, and 30 are the ones after the specification change.

■Lock nut ■Adjust rod

■Adjusting amount of inclined pin's height

①Slide base ②Inclined pin holder ③Slide plate

Adjusting standard

Center of trunnion

Mounting position of stopper ⑤Adjust
rod

⑥Lock
nut

Mounting position
of the stopper

Item Parts Name
①
②
③
④
⑤
⑥
⑦

Piece
2
1
2
1
1
1
2

Slide Base 
Inclined Pin Holder
Slide Plate
Key
Adjust Rod
Lock Nut
Stopper

■Features of Oil-Free Slide Units for Loose Core

· Enables the inclined pin to slide smoothly when pushing out a loose core
(including undercut) at an angle.

· The inclined pin holder slides within the range of θ, and the automatic center 
adjustment function reduces wear and scoring the guide and slide plates.
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■Applicable inclined pin: Example of mounting dimension

0～10

Mounting angle
   of slide plate A°

1°Increments

High strength brass＋Solid lubricant
S45C
S45C
S45C
SS400

S45C

Part No. － A°
C－SCZA 20 － 5

•A°＝1°〜10°•A°＝0°

WOS: https://in.misumi-ec.com/
TEL:+91-124-468-8800  E-mail:cs@misumi.co.in

Order / Quote:

Days12

OIL-FREE SLIDE UNITS FOR LOOSE CORE
－STANDARD TYPE・ADJUST TYPE－

Stock
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