
P.21How to use catalog https://in.misumi-ec.com/vona2/mold/
2DC3D CAD data can be downloaded 
from Mold EX-Press (version 3.8 or later)
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■Table for Bolt Hole Size

All corners C≦1 unless specified.
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Spec.CodeAlteration

The mounting bolt holes
are not machined.
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■2 Mounting bolt holes ■3 Mounting bolt holes

■4 Mounting bolt holes

C0.5

1.6

1.6

1.6

1.6

t 1

T
0
－0.1

d
1

d
2

W
±

0.
01

C 1

Solid lubricant

Part No.

C－GRZ High strength brass (CAC304)
inlaid graphite

1̨

Part No.

Type W
T

L A B C

  50         60         70

  80

  40         50         60

  70         80         90       100       120

  40         60         70         80         90

100       110       120       130       140       150

160

180

200

  60         70         90

100       110

120       130       140       150

3

4

2

3

2

3

4

2

3

 7.5

 7.5

10

10

12.5

15

20

25

10
15
20
25

15
20
25
30

20
25
30
35*

C－GRZ

 50

 

105

120

130

30

55

60

70

－ －

－

－

－

－

－ －

Selection
No. of 

bolt holes
10
15
20

The T dimension with the "*" symbol can only be selected from L120 and L140.
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WOS: https://in.misumi-ec.com/
TEL:+91-124-468-8800  E-mail:cs@misumi.co.in

Order / Quote:
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OIL-FREE CENTER RAILS
－STANDARD TYPE (COPPER ALLOY)－
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