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For hose installation (L type)
C－F120－KSHL

C－F120－KFF
For external thread installation

Applicable
plug

Connection part of plug

Hole diameter (V)
B

Hose installation part Taper internal thread 
Rc(PT)

Couplers for 
normal-flow 

cooling-water 
series - plug 

front end 
diameter V＝8

C－F120－KSHL

Brass

For hose installation (L type)

(Heat resistance 120℃・single self-sealing valve)
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For external thread installation Connection part of plug (hole diameter V)

C－F120－KFF
(Heat resistance 120℃・single self-sealing valve)
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Applicable socket
Connection part of socket
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Part No.
Type No.

Couplers for normal-flow 
cooling-water series - socket 

hole diameter V＝8
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(Outer hexagonal shoulder type)
C－KPM
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Taper external thread
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*Connection part of socket

Applicable socket
Connection part of socket Taper external thread

R(PT)

Couplers for normal-flow 
cooling-water series - socket 

hole diameter V＝8

C－LJPSH
(Outer hexagonal shoulder long type)

(Outer hexagonal shoulder long type)
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*Connection part of socket

C－F120－KFF 2
C－LJPSH 2

Part No.
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WOS: https://in.misumi-ec.com/
TEL:+91-124-468-8800  E-mail:cs@misumi.co.in

Order / Quote:

•C-F120-KFF

Days6

•C-F120-KSHL 
 C-KPM C-LJPSH

Stock

MOLD COUPLING SOCKETS / PLUGS
－JAPANESE TYPE－

P.21How to use catalog https://in.misumi-ec.com/vona2/mold/
2DC3D CAD data can be downloaded 
from Mold EX-Press (version 3.8 or later)
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