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Alteration Code

M4

Features: ①The root of the lead wire is reinforced to prevent wire breakage.
 ②The distance from the flange to the root of the lead wire is short, which saves space.

(Flange shape A)
(Flange shape B)

(No flange)

L
1mm increments

V (Voltage)
Selection

  W (Wattage)
10W increments

D=6.5~12
2≦W/cm2≦15

W/cm2=W/ DM(L-15)M3.14/100
D=16

2≦W/cm2≦15
W/cm2=W/ DM(L-20)M3.14/100

C-MNCHN (No flange)

C-MNCHA (Flange shape A)

C-MNCHB (Flange shape B)

Alteration Code

Spec.

G4 Fit Y-type crimped terminal (M4) 
onto lead wire.6.8

4.
3

Lead wire length

Insulated tube/silicone

Watt density
(W/cm2)

Spec.

Fit round crimped terminal (M4) 
onto lead wire.φ

8
4.

3Insulated tube/silicone

Lead wire length

Specify the wattage such that the W density (W/cm2) is within the range 2≦W/cm2≦15.

Heat generator (L-14)

Stainless sheath

Insulating powder
Exotherm

Welding (3 points)

2Flange

1Glass fiber coated leads

Part No.
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Heat resistance:
 180℃ or lower

L V W

150 V200 W400C-MNCHN 8

Part No.

(M4CG4)L V W

200 V200 W600 M4C-MNCHN 8

Part No.

WOS: https://in.misumi-ec.com/
TEL:+91-124-468-8800  E-mail:cs@misumi.co.in

Order / Quote:
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R (PT)

B Material Brass (C3604)

(Bolts for Cartridge Heater)

MCHB

No.
  6.5
  8
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16

Part No.
TypeR(PT))Bd L
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<MISUMI's unique specifications>

MCHB

MCHB 8

Part No.

・Having a thread that is shallower than ordinary tapered threads, it 
enables to fasten a cartridge heater by simply tightening. 

・Fix the heater bolt and heater more firmly by M3 bolts from 
the side surface, if the tightening is weak.

Do not use with a heater of watt density over 15W/cm2.

WOS: https://in.misumi-ec.com/
TEL:+91-124-468-8800  E-mail:cs@misumi.co.in

Order / Quote: 270
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CARTRIDGE HEATERS / BOLTS FOR CARTRIDGE HEATER
－LEAD WIRE BOTTOM REINFORCED TYPE－


