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■Standard

C－HIPGS

Part No. 1mm increments Selection
TType A B

C－HIPGS

  20~  50 20~  50   3

  5

  6

  8

10

15

  51~100 20~100
101~150 20~150
151~200 20~200
201~250 20~250
251~300 20~300
301~350 20~350
351~400 20~400

Part No. 1mm increments Selection
TType A B

C－HIPGS

401~450 20~450   3

  5

  6

  8

10

15

451~500 20~500
501~550 20~550
551~600

20~600
601~650
651~700
701~750
751~800

Part No. － A － B － T
C－HIPGS － A235 － B85 － T10
C－HIPFS － A235 － B85 － T10

T T
AMB T

450M400 and less ±0.05

More than 450M400 ±0.1

2A
0 T

2
B

0

■High Strength

C－HIPFS

Part No. 1mm increments Selection
TType A B

C－HIPFS

  20~  50 20~  50   3

  5

  8

10

15

  51~100 20~100
101~150 20~150
151~200 20~200
201~250 20~250
251~300 20~300
301~350 20~350
351~400 20~400

Part No. 1mm increments Selection
TType A B

C-HIPFS

401~450 20~450   3

  5

  8

10

15

451~500 20~500
501~550 20~550
551~600

20~600
601~650
651~700
701~750
751~800

T T
AMB T

450M400 and less ±0.05

More than 450M400 ±0.1

2A
0 T

2
B

0

Days10

WOS: https://in.misumi-ec.com/
TEL:+91-124-468-8800  E-mail:cs@misumi.co.in

Order / Quote:

R  Main material Unsaturated resin
Base material Glass fiber felt

† Recommended temperature is 200℃ less

R  Main material Epoxy resin
Base material Glass fiber cloth

† Recommended temperature is 170℃ less

P.21How to use catalog https://in.misumi-ec.com/vona2/mold/
2DC3D CAD data can be downloaded 
from Mold EX-Press (version 3.8 or later)

Standard 
High Strength HEAT INSULATION SHEETS


