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Nitrided

st STEPPED EJECTOR PINS
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Part Number Type Head Thickness T
Range of guaranteed shaft diameter precision (D) (Details BE" P.1301)
ENS Standard - 0 Step R (Details BE” P.1302)
ENSG P - N dimension designation - —0.02 ) »
L di ion selection type [ SKD61 equivalent+-Nitrided
[ Surface 900HV~
EJS Blank type 0 Base material  40~45HRC
EJSG P - N dimension designation « Gmm(JIS) —0.05 Range of guaranteed base material hardness (Details BE" P.1303)
di ion selection type Range of guaranteed surface hardness for nitriding (Details BE" P.1303)
M Blank type
Part Number
H T o D L P N
3 15 100 08 1.0 40 50
) 150 0.8 1.0 40 50 70
100 0.8 10 12 15 40 60
4 2 150 0.8 10 12 15 40 50 70 920
200 0.8 10 12 15 80 100
4 ENS 100 1.0 12 15 1.8 20 50 60
5 25 150 10 12 15 1.8 2.0 50 60 70 20
200 10 12 15 1.8 2.0 70 80 100
100 15 1.8 20 25 50 60
6 3 150 1.5 1.8 20 25 50 60 70
200 1.5 18 2.0 25 70 80 100
150 50
8 4 200 1.5 20 25 3.0 70 100
250 100 125
150 50
9] 6 EJS 5 200 30 35 40 70 100
250 100 125
150 50
10 6 200 4.0 70 100
250 100 125
(®) For less D4 head thickness JIS type is T=4, please place the order for head 4mm type .
WP - N dimension designation - L dimension selection type
4mm head JIS head Part Number L P N
Type . . .
H T H T Ammihead JIS head D Selection 0.01mm increments 1mm increments
3 1.5 0.80 ~ 1.40 N=15
4 2 100 150 200 0.80 ~ 1.90 and
5 = = — 25 100 150 200 250 300 0.80 ~ 2.40 15=(L—N)=150
6 3 1.00 ~ 2.90 - N=15(T4)
35 1.50 ~ 3.40 and
v ¢ 7 ENSG 4 1.50 ~ 3.90 20=(L—N)=200
8 4.5 100 150 200 250 300 2.50 ~ 4.40 SN L(JIS)
9 6 EJSG 5 3.00 ~ 4.90 3
. 5.5 3.50 ~ 5.40 and
10 6 4.00 ~ 5.90 (L—N)=10
(® Nitriding may extend to the head as it is applied after dimension P machining. (%) For less D4 head thickness JIS type is T=4, please place the order for head 4mm type [ENSG.

Days
to Ship

[PartNumber|—[ L |- P |- N |
ENS2 — 150 — 10 — 70
EJS4 — 150 — P20 — N50
EJSG4 — 200 — P3.00 — N100

(® Note that alphabetical characters (P, N) are not necessary in ordering ENS.

Standard

P - N dimension designation «
L dimension selection type

® Non JIS material definition is listed on P.1351 - 1352

‘ ‘ @ [Part Number| — | L |—| |- N ]— (KC-WKC-etc)
‘ ¢4 || Alterations EJS 4 — 150 — P15 — N50 — NC
‘ EJSG 4 — 200 — P3.00 — N100 — SKC2.0
™
Alteration details 2= P.127
Alterations |Code Spec. 1Code Alterations |Code Spec. 1Code
A ) ) =0T _ )
e Single flat cutting N° © HC=0.1mm increments
N 0| KC bn=kc<hi = & éi HC | @b+1=<Hc<H
N ' TC=0.1mm increments
&) WK [Two flats cutting About Designation Unit [Dl: @TR=TC<T
We -5 D2=WKC<H/2 for Key Flat Cutting 0 TC |ENS-ES-
- j,l: TC —0.05 Dimensions L and N become shorter by (T—TC).
Varied width parallel flas cuting LI ENSG ~lEJSG o D!mensmn L becomes shorter by (T—TC).
(@ KAC |D/2=KAC<H/2 Dimensions N remains unchanged.
KAC [F[KBC —01 | KBC |KBC=0.1mm increments oly | —t—g O Dowel hole boring .
KAC<KBC<H/2 (1)To align the key = ﬂ= NG |@Available when H=4 : ¢ r
) flat with the shaft [0 ® Combination with other than — 5
A Two flats (right angled) ‘ c =T o i o
o D RKC |cuttin diameter ] NHC - NHN not available. =
éf RKG 0 D/zégRKc<H/2 =1 ST=f—d Dowel hole boring-+-Spring pin driving ©
0.05mm increments [y NCw | @ Available when H=4 Tdl& "5
) ; possible "6 * .E & Combination with other than —4 | 2 | 5 =1
&1 | pc |Three flats cutting S T NHC - NHN not available. 6 (<]
To D/2=DKC<H/2 0 . L
DKC DKC —o.1 ST=A—d Dowel hole boring+-Dowel pin driving T EoRLe
L] (®) Available when H=4 2
~ . . = .E NCS @ Combination with other than g 5
Qo o | SKC Four flats cutting (2)To {!eS|gnate =T NHC « NHN not available.
[77) SKC —o1 D/2=SKC<H/2 arbitrary key flat
- d Imensions Numbering on the head
AG r(ﬂ-s S Two flats (angled) cutting | [Unitof designation] 0.1mm NHC [How to order BE” P.128 —
o 2 D/2=KGC<H/2 Combination with SKC not available.
K%C $/ |KGC AG=1"increments ®
0<AG< 360
Automatic sequential numbering on the head
Three flats cutting at @ @ @ NHN [How to order B=" P.128 ; —
KTC |120° & Combination with SKC not available.
D/2=KTC<H/2
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Dies Steel
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Nitrided
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