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R  High strength brass  
inlaid graphite

R S t D H R 1
Part No.

d L
Type

－

6 6 20 25

23

D－GBM1000W

14
15

17
28 22
33 27

28 42 36

30

52 46
62 56
72 66
82 76
92 86

－

8 6 26 31

25

18
20

17
30 22
35 27

30 44 36

40

54 46
64 56
74 66
84 76
94 86

104 96
124 116

－

8 6 30 35

30

22
24

22
35 27

36 44 36
54 46

49

64 56
74 66
84 76
94 86

104 96
124 116
144 136
164 156

－

8 6 42 47

35

30
32

27
44 36
54 46
64 56

54 74 66

64

84 76
94 86

104 96
124 116
144 136

－

10 10 54 60

56

40
42

46
66 56
76 66
86 76

76 96 86

80

106 96
126 116
146 136
166 156
206 196

Part No. － d － L

D－GBM1000W － 14 － 17

dH7 dB13 De7 Dk6

14
＋0.018

0

14
＋0.42 
＋0.15

20

－0.040 
－0.061

20

＋0.015 
＋0.002

15 15 20 20
18 18 26 26
20

＋0.021
0

20
＋0.49 
＋0.16

26 26
22 22 30 30
24 24 30 30
30 30 42 －0.050 

－0.075
42 ＋0.018 

＋0.00232
＋0.025

0

32 ＋0.56 
＋0.17

42 42
40 40 54

－0.060 
－0.090

54
＋0.021 
＋0.00242 42 ＋0.42 

＋0.15 54 54

L1 D H t R
Part No.

d L
Type

8.3

20 25 6

－

D－GBM1100W

14

15

17
13.3 22
18.3 27
27.3 27 36
37.3

32
46

47.3 56
13.3

22 27 6

－

16

22
18.3 27
27.3 27 36
37.3

32
46

47.3 56
8.3

26 31 6

－

18

20

17
13.3 22
18.3 27
27.3 36
37.3

40

46
47.3 56
57.3 66
67.3 76
12.6

30 35 6

－

22

24

22
17.6 27
26.6 36
36.6 36 46
46.6

48

56
56.6 66
66.6 76
76.6 86
86.6 96
15.85

42 47 6

－

30

32

27
24.85 36
34.85 46
44.85 56
54.85 54 66
64.85

64

76
74.85 86
84.85 96

104.9 116
30.15

54 60 10

－

40

42

46
40.15 56
50.15 66
60.15 76
70.15 76 86
80.15

80
96

100.15 116
120.15 136

Part No. － d － L

D－GBM1100W － 14 － 17

dH7 dB13 De7 Dk6

14
＋0.018

0

14
＋0.42 
＋0.15

20

－0.040 
－0.061

20

＋0.015 
＋0.002

15 15 20 20
18 18 26 26
20

＋0.021
0

20
＋0.49 
＋0.16

26 26
22 22 30 30
24 24 30 30
30 30 42 －0.050 

－0.075
42 ＋0.018 

＋0.00232
＋0.025

0

32 ＋0.56 
＋0.17

42 42
40 40 54

－0.060 
－0.090

54
＋0.021 
＋0.00242 42 ＋0.42 

＋0.15 54 54
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DIN TYPE OIL-FREE GUIDE BUSHINGS WITH CENTERING HEAD DIN TYPE OIL-FREE GUIDE BUSHINGS WITHOUT CENTERING HEADDIN
TYPE

DIN
TYPE

R  High strength brass  
inlaid graphite

R

R1

L
S

-1
-0.5

t±0.05

H
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0.
2

0

1.6D
e7

d
B1

3

d
H7 D

e7

D
k6
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R

L-1
-0.5

L1＋0.05
＋0.15
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d
B1

3

H
－

0.
2

0

D
k6

d
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1
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e7
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161 162


