
273 274

PI
LO

T 
PU

NC
HE

S

Catalog No. L 0.01mm increments A 0.1mm increments B Y UType B tip length D min. P max. T

～ Equivalent to SKD11
 
 

～  Equivalent to SKH51 
 
 

～ Powdered high-speed steel

 

 （Dm5）      （D＋0.005
0 ） 

STKA　　　　  A－STKA 
TPKA　　　　  A－TPKA 
ATKA　　　　  A－ATKA

HSTKA　　　　A－HSTKA 
HTPKA　　　　A－HTPKA 
HATKA　    　　A－HATKA

PSTKA　　　  A－PSTKA 
PTPKA　　　  A－PTPKA 
PATKA　　　  A－PATKA

3 42 52 62 （72） 1.00～ 2.99

（10） 

（15） 

20 

25 

30

T＞5.0

10
2

0.54 42 52 62 （72） 1.00～ 3.99
5 42 52 62 （72） 2.00～ 4.99

3
6 42 52 62 （72） 2.50～ 5.99 1.0
8 （42） 52 62 72 82（92） 3.00～ 7.99

15
5

1.5
10 （42） 52 62 72 82（92）（102） 3.00～ 9.99
13 （42） 52 62 72 82（92）（102） 6.00～ 12.99

8
16 （42） 52 62 72 82（92）（102） 10.00～ 15.99 21
3 52 62 （72） 1.00～ 2.99

（10） 

（15） 

20 

25 

30

T＞5.0

15
2

0.54 52 62 （72） 1.00～ 3.99
5 52 62 （72） 2.00～ 4.99

3
6 52 62 （72） 2.50～ 5.99 1.0
8 52 62 72 82（92） 3.00～ 7.99

21
5

1.5
10 52 62 72 82（92）（102） 3.00～ 9.99
13 52 62 72 82（92）（102） 6.00～ 12.99

8
16 62 72 82（92）（102） 10.00～ 15.99 27
3 52 62 （72） 1.20～ 2.99

（10） 

（15） 

20 

25 

30

T＞5.0

21 2
0.54 52 62 （72） 1.20～ 3.99

5 62 （72） 2.00～ 4.99
27 3

6 62 （72） 2.50～ 5.99 1.0 
8 62 72 82（92） 3.00～ 7.99

32
5

1.5
10 62 72 82（92）（102） 3.00～ 9.99
13 62 72 82（92）（102） 6.00～ 12.99

8
16 72 82（92）（102） 10.00～ 15.99 42

 L（42）B＝10  If full length L is （42）, tip length B is 10mm in all cases. 
 L（72）（92）（102）L72 with D3～6 and L92・102 with D8～16 can be used for tip R types and tapered tip types only. 
 A（10）If P≧6.0, A10 cannot be selected.  A（15）If P≧15.0, A15 cannot be selected.

Type
Shank 

diameter 
D    

tolerance

～ 


Catalog No.

ShapeType B  
tip lengthNormal

Dm5

Equivalent to SKD11 
60～63HRC STKA

 
Tip length （B） 

X＞L＞S

 
  RT（※）If P＜8, tip is rounded for safety. To keep the sharp tip （no rounding）, 

specify RT＝0. （If P≧8, tip end is flat.  P.1592）

 For the length of tip R, refer to the products data “Punch R length”.  P.1592

Equivalent to SKH51 
61～64 HRC HSTKA

Powdered high-speed steel 
64～67HRC PSTKA

Shape of tip changes depending on P 
dimension.  P.250 
For shank diameter tolerance D  , select 

either m5 or ＋0.005
0 .

D＋0.005
0

Equivalent to SKD11 
60～63HRC A－STKA

Equivalent to SKH51 
61～64 HRC A－HSTKA

Powdered high-speed steel 
64～67HRC A－PSTKA

Dm5

Equivalent to SKD11 
60～63HRC TPKA

Equivalent to SKH51 
61～64 HRC HTPKA

Powdered high-speed steel 
64～67HRC PTPKA

D＋0.005
0

Equivalent to SKD11 
60～63HRC A－TPKA

For shank diameter tolerance D  , select 
either m5 or ＋0.005

0 .

Equivalent to SKH51 
61～64 HRC A－HTPKA

Powdered high-speed steel 
64～67HRC A－PTPKA

Dm5

Equivalent to SKD11 
60～63HRC ATKA

 
  RT（※）Tip is rounded for safety.  

To keep the sharp tip （no rounding）, specify RT＝0.

Equivalent to SKH51 
61～64 HRC HATKA

Powdered high-speed steel 
64～67HRC PATKA

For shank diameter tolerance D  , select 
either m5 or ＋0.005

0 .

D＋0.005
0

Equivalent to SKD11 
60～63HRC A－ATKA

Equivalent to SKH51 
61～64 HRC A－HATKA

Powdered high-speed steel 
64～67HRC A－PATKA

Catalog No. － L － P － A － T － RT＝0 
R  ＝0

A－STKAS  6 － 72 － P5.02 － T20.0 － RT0
PTPKAS  6 － 52 － P4.97 － T15.0

X

L

S

X

L

S

 －Tip R type－ 

Order
 If no key groove is required, select T＝L.
 A Can be used for sharp tip angle types only.
 RT＝0  only can be selected.（Can be used for tip R types with P＜8 and sharp tip angle types.）
 R＝0  only can be selected.（Can be used for tapered tip types and sharp tip angle types.）

 －Tapered tip type－

 －Sharp tip angle type－        

PILOT PUNCHES WITH KEY GROOVES
－NORMAL－

L＋0.3
0

3 B＋0.3
0

T 5±0.1
＋0.05

0 R10 R10 D ┄

U＋
0.

2
0

P＋0.01
0D－0.01

－0.03

RT（※）

0
＋

0
.2

U

R105±0.10
＋0.05T

0
＋0.3B3

0
＋0.3L

A±30́

D
－0.01
－0.03

D ┄

＋0.01P 0

RT（※）

R0.1～ 0.3（R＝0 can be selected.）

P G
P≦1.999 10°
P≧2.000 15°

0
＋

0
.2

U

R105±0.10
＋0.05T

0
＋0.3B3

0
＋0.3L

Y＋0.3
0

G±30́

D
－0.01
－0.03

D ┄

＋0.01P 0

R0.1～ 0.3（R＝0 can be selected.）

Alteration Code Tip R type Tapered tip and sharp tip angle types 1Code

Alt
era

tio
ns

 to
 tip

SC
Lapping of tip 
 P dimension tolerance remains the same. 
 R＝0 and RT＝0 cannot be selected.

Al
te

ra
tio

ns
 to

 fu
ll 

le
ng

th

LC
Full length change 
30＋B （BC）≦LC＜L   0.1mm increments 
 �If difference between full length and tip length is 30mm 

or less, tip length is adjusted to （Full length－30mm）.

LKC －
Full length tolerance change 
L＋0.3

0 ⇨＋0.05
0

LCT
TKC 

Head thickness tolerance change 

T ＋0.05
0 ⇨ 0

－0.02

＋

LC 
Full length change 

Al
te

ra
tio

ns
 to

 ke
y g

ro
ov

e

WKD Addition of double key grooves in 
parallel

TKC T dimension 
tolerance change T ＋0.05

0 ⇨ 0
－0.02

UK
Key groove depth change 
  Cannot be used for 

D3.

Alteration Code Tip R type Tapered tip and sharp tip angle types 1Code

Al
te

ra
tio

ns
 to

 ti
p

PC

Tip diameter change 
PC≧Pmin.

2  
0.01mm increments  

（If combined with PKC, 0.001mm 
increments can be selected.） 

Tip diameter change 
PC≧ Pmin.

2  ≧1.00 
0.01mm increments  

（If combined with PKC, 0.001mm 
increments can be selected.） 
 Ymax.＝YCmax.

BC
Tip length change
2≦BC≦Bmax.        0.1mm increments 
 Full length L must be at least 30mm longer than tip length BC. 

YC －

Tip taper length change 
・ P＜2.0 

1≦YC≦P×2.83－0.3
・ P≧2.0 

1≦YC≦P×1.86－0.3≦18
L（LC）＋YC≦Lmax.＋8 
0.1mm increments 
  Cannot be used for sharp tip angle types.

RLC
Tip R is cut flat. 
2≦RLC＜Y＜8
Y＝ P（10－P/4） 
0.1mm increments

－

PKC
Tip diameter 
tolerance change

P ＋0.01
0 ⇨＋0.005

0

  P dimension can be selected in 0.001mm increments.

√

D UK
4～5 0.7

6 1.2
8～16 1.7

P（PC） Bmax.
0.500～0.999 

1.000～1.999 

2.000～3.999 

4.000～5.999 

6.000～

10 

20 

35 

45 

（60）

P（PC） Bmax.
1.000～1.199 

1.200～1.999 

2.000～2.999 

3.000～3.999 

4.000～5.999 

6.000～

15 

20 

30 

35 

45 

（60）

PPC

BC
B

RLC 0
＋0.3

R10

P

Y YC 0
＋0.3

┄

Y

R10

0.16
GL

0.16
GL

0.16
GL

0.16 GL

L
LC

L §

T §

UK
U

T §

L
LC

Catalog No. － L（LC・LCT） － P（PC）－ A － T － RT＝0
R  ＝0 － （BC・YC…etc.）

A－STKAS 8 － 82 － PC1.50 － T20.0 － YC1.0Alterations

Days to Ship

Price


